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Installation manual for D-Force G3 Lower hand guard 	  

Thank you for purchasing the product from the series D-Force. We are proud that we can offer you this product that is 
designed and manufactured at the highest level and according to strict quality standards. We are sure that you will enjoy 
premium design, high reliability, user comfort and absolute safety of the product. 
 
IMPORTANT SAFETY WARNING	  
Never make any unprofessional modification of the D-Force products. Never install any additional accessories to improve 
the performance or utility value of the products. Never make the amateur mounting of D-Force products at your weapon. 
The D-Force products are designed exclusively for the professional mounting by the professional gunsmith. The 
infringement of these warnings can increase the possibility of accidents leading to death or serious injury! The 
infringement of these requirements results in the loss of warranty. During the use of the product, you are responsible for 
your safety and the safety of others around you!	  
 	  
Installation of the lower hand guard 	  
1.	  The lower hand guard is designed for mounting at the Sa58 rifle and its clones. The gun must be safely unloaded before 
mounting and without magazine!	  
2. Push out the locking pin of the original lower hand guard of the Sa58 and remove it. Check if the contact surfaces of 
the weapon are undamaged and clear. 	  
3. Place the new lower hand guard instead of the original hand guard only with hand and without the use of excessive 
force. Please pay attention to the right positioning of the front part of the hand guard to the metal sleeve. Then push the 
rear part of the hand guard into the recess in the body of the weapon. If due to different tolerances by different weapons 
cannot be the hand guard slipped on freely, use a rubber mallet with a reasonable force. If the hand guard cannot be 
settled down after this, please contact the manufacturer of the hand guard for the professional assembly. NEVER use 
inadequate violence for hand guard assembly!	  
4. With the enclosed 4 mm drill bore the lower hand guard together with the locking pin hole on the gun frame and then 
secure by inserting the locking pin. In the undesirable clearance appears you can clench the pin.	  
5. After the installation and the check of the lower hand guard fire few dozen rounds from the gun. After this examine if 
the hand guard is set properly make sure that the hand guard is properly mounted.	  
6. Now is your new lower hand guard ready to use!	  
 	  
Installation and use the lower bar (rail)	  
The lower hand guard can be easily equipped with the lower bar. Select the appropriate type from the D-Force accessories 
and by use of the M5x16 Allen screws bolt it firmly up to the prepared holes on the lower part of the hand guard. Fix the 
screws with suitable glue (Loctite). Rail is designed for the installation of the accessory with the corresponding profile 
fixing elements. Products designed for installation on the STANAG 4694, Weaver rail, Mil-STD 1913, Picatiny or 
STANAG 2324 can be mounted in most cases, and however, there may appear some incompatible size of the fixing 
elements. The manufacturer is not liable for 100% compliance with all the available products of the third parties. The 
total weight of all accessory mounted on the gun should not exceed 200 grams. All accessories must be securely and 
tightly fastened without any clearance and mounted in the way, as to not overstress the hand guard. Avoid supplements 
that can burden the hand guard, for example by leverage force.  
 
Use of the lower hand guard	  
The hand guard is used in particular as hand protection against burns from the barrel by shooting. Of course, as every 
product made from plastic also the hand guard G3 has their functional limit. If you feel during shooting that the gun is 
warmed up, stop shooting and let it cool down appropriately. This will prevent possible damage to the hand guard.	  
 	  
Maintenance 	  
The lower hand guard is made from nylon filled with fiberglass and does not require almost any maintenance. Before and 
after each shooting check optically the amount of sediments in the hand guard and, if necessary, remove them. Avoid the 
intrusion of solid objects in the hand guard. Check the attachment of the bottom bar on the hand guard and tighten it if 
necessary. Always carefully check hand guard before shooting, if is undamaged. 	  
 	  
Lifetime warranty 	  
We provide a lifetime warranty on manufacturing and material defects to the first purchaser of this product. The 
defective product will be repaired or replaced free of charge. The guarantee is limited for use at one weapon, and one gun 
assembly and does not apply to damage caused by improper installation or improper use. The warranty also does not 
apply to aesthetic defects in surface coating and natural wear and tear. For granting a lifetime warranty, it is necessary to 
fill in the registration form, which is part of the product and send it to the manufacturer of the product. 	  
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