
Silencer Assembly Manual for the Detonics Glad Lite F26 

THANKS 

Thank you for purchasing this product. We are proud to have offered you this product designed and 
manufactured by the highest level and according to strict quality standards. We are sure that you 
will enjoy first-class design, high reliability, user comfort and absolute safety of DETONICS brand 
products. 

PRODUCT DESCRIPTION 

The F26 silencer effectively reduces the noise of the weapon and enables shooting even in places 
where it would otherwise be impossible due to noise limits. The silencer is designed exclusively for 
the Detonics Glad Lite F26 weapon model. 

FIRST SAFETY INSTRUCTIONS 

The weapon must be safely discharged before any manipulation! Never lay assembly of parts 
into a weapon. This activity must always be performed exclusively by a professional gunsmith. 
Failure to observe these warnings increases the possibility of accidents leading to death or 
serious injury! The break of these requirements will also always void the warranty. 
 

SILENCER INSTALLATION 

1. Check that the gun is safely unloaded. 
2. From the front of the barrel block, unscrew the two M4 plugs (if present) from the mounting 

holes located on the sides between the barrels. 
3. Slide part No.6 onto the barrel. The part must be oriented with its protrusions towards the barrel 

block and the circular mark towards the underside of the weapon. Then screw in two bolts No.5. 
Tighten the wrench with reasonable force, do not use unnecessary force. 

4. Now slide the remaining silencer parts No.4,3,2 onto the barrel in the order and position as 
shown in the instructions. The parts come pre-assembled so you can slide them on as a complete 
silencer body. The silencer must be oriented with the circular mounting mark towards the 
underside of the weapon. 

5. Screw the entire silencer assembly to the gun with No.1 screws. Tighten with adequate force. 
6. By looking into the barrel from the direction of the chamber, check that the barrel and silencer 

are free to pass through and that there is no object in the silencer. If visually everything is 
passable, the weapon with a silencer is ready for use. 

NOTICE! If you bought a silencer in a theatrical design, the so-called FAKE, which is not 
intended for real shooting, it is not visually or functionally transparent through. Its exit holes 
are blinded and red color coded. Do not attempt to obstruct the output holes, do not extend 
the front part of the silencer and do not remove the glued safety block. You can commit a 
violation of the laws of the Czech Republic with this layman's modification. 

DISASSEMBLY AND CLEANING OF SILENCER 

If it is necessary to disassemble the silencer from the weapon, in order to clean it, unscrew the 
screws No.1 and carefully slide the assembly of parts No.4,3,2 away from the barrel block of the 
weapon with a gentle rocking movement. Then, using a wooden stick and a mallet, carefully tap 
parts No.2 and No.3 out of the silencer body No.4 towards the front of the silencer. . Use only 
minimal force. Otherwise, there is a risk of destruction of partitions No.3. After mechanical 
cleaning of the internal parts, assemble the silencer according to the drawing and mount it on the 
weapon according to the assembly instructions. 

MANUFACTURER DECLARATION 

The manufacturer disclaims ANY liability for injury or damage caused in any way (including death 
or injury) as a result of improper or incorrect use of the weapon. Any person using a weapon or 
engaging in any activity related to the use of a weapon may do so only with a clear understanding of 
the condition that he does so entirely at his own risk. 

The manufacturer disclaims ANY liability for parts that were not supplied by the manufacturer or 
were delivered by him, but were not professionally installed by the manufacturer or a professional 
authorized service, which was authorized to do so on the basis of a written agreement with the 
manufacturer. The manufacturer disclaims ANY liability for service work not performed by the 
manufacturer. 
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