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Installation instructions for D-Force muzzle brakes 	  
	  

Thank you for purchasing the product from the series D-Force. We are proud that we can offer you this product that is designed and 
manufactured at the highest level and according to strict quality standards. We are sure that you will enjoy premium design, high 
reliability, user comfort and absolute safety of the product.  
 
IMPORTANT SAFETY WARNING	  
Never make any unprofessional modification of the D-Force products. Never install any additional accessories to improve the 
performance or utility value of the products. Never make the amateur mounting of D-Force products at your weapon. The D-Force 
products are designed exclusively for the professional mounting by the professional gunsmith. The infringement of these warnings 
can increase the possibility of accidents leading to death or serious injury! The infringement of these requirements results in the loss 
of warranty. During the use of the product, you are responsible for your safety and the safety of others around you!	  
 	  
Muzzle brake installation 	  
1. Muzzle brakes are intended for installation at the rifles with the caliber 5,45x39, 7,62x39, 223Rem. and 308 Win., that 
are equipped with the muzzle thread M14x1RH, M14x1LH, 1/2"x28TPI or 5/8"x24TPI (according to the type). The 
muzzle thread must be undamaged and completely clean.  The gun be must be safely unloaded and without magazine 
before mounting!  
2. First, place the barrel on a suitable deformation washer, co-called Crush Washer or the set of the countervailing 
washers (may not be included in the delivery). Then screw the muzzle brake on the barrel with the hand only. 
3. Tighten the muzzle brake with the hand until the top holes of the brake will be on position 10-11 hours when looking 
into the muzzle of the barrel. Then with a use of an appropriate instrument (rod, wrench) tighten the brake so that upper 
holes are in the position at 12 hours.  
4. If you cannot tighten the brake by hand in position 10-11 hours, and the top holes are pointing to another direction, you 
have to deformation washer or crush pad of different thickness, in order to tighten the muzzle with hand to the desired 
position and then tighten it firmly. By the final installation it is strongly recommended and appropriate to use glue with a 
higher temperature resistance on the screw threads (Loxeal, Loctite, etc.).  
5. If you choose the mount by using the included locknuts (according to type), screw the locknut on the barrel, then 
tighten the muzzle brake, set them to each other in the desired position and firmly tighten them against each other using a 
suitable wrench.	  
 	  
Maintenance 	  
Muzzle brake is made of high quality steel or stainless steel (according to the type) and almost does not require any maintenance. 
Before and after each shooting check the amount of sediments in the brake and, if necessary, remove them. Surfaces coming into 
contact with aggressive fumes always lubricate with suitable preservative oil. Avoid the intrusion of solid objects in the brake. Always 
carefully check the brake before shooting, whether the traversable and freeing ports are completely clean. 	  
 	  
Setting and optimization	  
By some D-Force muzzle brakes you can individually set the compensatory function – restraint of the upstroke of the gun. By 
increasing the upper holes can be the compensatory effect increased up to the desired level. The holes can be reamed by the normal 
HSS drill up to a diameter of about 8 mm. Increase the holes gradually, as this modification is nonreversible. Due to the changed 
pressure conditions on the muzzle can change after the installation and optimization of muzzle brake the zeroing of the weapon. In 
this case, make the correction of the sights. By mounting it is strongly recommended and appropriate to secure the brake with 
appropriate mounting glue with a higher temperature resistance. 
	  
The properties of the surface finishing of the muzzle brakes	  
Some types of D-Force muzzle brakes are equipped with dark surface finishing. This is not an anti-corrosion surface coating, but the 
aesthetic coating that reduces unwanted glares. In this case this is a special chemical modification of the steel surface, and the 
resulting color and character are given mostly by the metallurgical composition of the steel. Therefore, the resulting tone ranges from 
brown to black and grey and the character of the area ranges from solid to marbled. This is a tone spectrum belongs to the typical 
properties of this surface finishing and cannot be affected in any way.	  
 	  
Lifetime warranty 	  
We provide a lifetime warranty on manufacturing and material defects to the first purchaser of this product. The defective product 
will be repaired or replaced free of charge. The guarantee is limited for use at one weapon, and one gun assembly and does not apply 
to damage caused by improper installation or improper use. The warranty also does not apply to aesthetic defects in surface coating 
and natural wear and tear. For granting a lifetime warranty, it is necessary to fill in the registration form, which is part of the product 
and send it to the manufacturer of the product. 	  
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